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1 [ HYDRAULIC QUICK COUPLING
ISOA | Z
ISOA CLOSE TYPE HYDRAULIC QUICK COUPLING
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Features:

New valve design, it can resistance damage from high
flow and the pressure of impulse that providing
advanced performance.

‘Poppet valves available to prevent uncoupled leakage.
‘Poppet valves open automatically when coupled, within
rated working pressure, to keep the flow expeditely.
‘Critical parts are hardened for durability.

‘Dependable ball-locking mechanism holds the mating
halves together.

Socket and plug are precision machined from solid bar
stock.

‘New Chrome plating treatment provides advanced anti-
rust performance

‘DD-ISOA series conforms to the standard of ISO 7241-A
‘Compatible with PARKER 6600 Series, FASTER ANV
Series, AEROQUIP 5600 Series and HANSEN HA 15000
Series

LOMOFLEX CO.,LTD

BiR:

ISOMESLI"ZRATE&MIVARBNERE, TEATRAR
&, ZHRE, RUNE., BENR. AHEE. WERE.

¥R RACHRBOAENR.

Applications:

Applications: The ISOA Series bring to the industry a

proven design for use on construction equipment, forestry
equipment, agricultural machinery, oil tools, oil equipment

steel mill machinery, and other demanding hydraulic

applications.

AR :

Mk (&) 1/4
BEENPSI) 5000
B (GPM) 3
BEEE

RREESEA S

Specifications:

Body Size(in) 1/4
Rated Pressure (PS1) 5000
Rated Flow(GPM) 3

Temperature Range
Standard seal material

o RE -

3/8 % 3/4
4000 4000 3000
6 12 28
-20'CE+120°C
T B AR EINBR
3/8 Ya 3/4
4000 4000 3000
6 12 28
-20C to +120°C
NBR

ISOA A% (14", 38, 12", 34" 1" )
ISOA Series (1/4°, 3/8", 1/2", 314" 1" )
T E: W-200SUS (Test Fluid: OII-200SUS)
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1 ! HYDRAULIC QUICK COUPLING

ISOA l 1

ISOA CLOSE TYPE HYDRAULIC QUICK COUPLING

H 5 E(Socket)

m-nmn—
1S0A-02SF 19 G1/4 NPT1/4

10 ISOA-03SF 57.1 031.5 22 16 G3/8 NPT3/8
12.5 ISOA-04SF 66  ©3g.5 27 18 G1/2 NPT1/2
20 ISOA-06SF 82.5 @48 34  20.5  G3/4 NPT3/4
25 ISOA-08SF 100 @56 41  20.5 G1 NPT1

Y

LS
PAS
sl N A S 0 T
ISOA-02PF 38.5 11.8 G1/4 NPT1/4
10 ISOA-03PF 39 17.3 19 22 16 G3/8 NPT3/8
12.5 ISOA-04PF 44 20.5 29 27 18 G1/2 NPT1/2
20 ISOA-06PF 55 29 29 34 20.5 G3/4 NPT3/4
25 ISOA-08PF 66 34.3 35 41 20.5 G1 NPT1

LP

8 #E(Coupling Fitting) I T N 0 7 A

IS0A-02 74.2 026 G1/4 NPT1/4

10 ISOA-03 78.5 ©31.5 22 22 63/8 NPT3/8

12.5 ISOA-04 88.2 ©38.5 27 27 G1/2 NPT1/2

20 ISOA-06 110.4 @48 34 34 G3/4 NPT3/4
25 IS0A-08 132.9 @56 41 41 G1 NPT

N

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 02



4 l

HYDRAULIC QUICK COUPLING

S1 1

S1 CLOSE TYPE HYDRAULIC QUICK COUPLING
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1. BKEFR, WBB3HE, BLitR.

2, BAERR, WARNFR, EREIEEEAR, BE
REFRAENHE

3, XEBHLIMMEN, FUARBMSF.

4, ARNRUNABHECREAFBEBIEAE—E.

5 BEEMABARASONENEESE.

by AIELFFA1S07241-ARRME

7. #5TFS=REHK: XERKR (PARKER) 6600%R%], &
AFIBRIIE(FASTER) ANVRS, XEBH%
(AEROQUIP) 560083\ £ [E X # (HANSEN) HA15000%
5.

Features.

1.Poppet valves available to prevent uncoupled leakage.

2.Poppet valves open automatically when coupled,
within rated working pressure, to keep the flow
expeditely.

3.Critical parts are hardened for durability.
4.Dependable ball-locking mechanism holds the mating
halves together.

5.Socket and plug are precision machined from solid bar
stock.

6.DD-S1 series conforms to the standard of ISO7241-A.
7.Compatible with PARKER 6600 Series,FASTERANV
Series,AEROQUIP 5600 Series and HANSEN HA 15000
Series.

03

LOMOFLEX CO.,LTD

BiA:
SR ZNAFEMILFABMOERE, TERTFRER

&, BRHRE, RUHA, AENR, FHRE BREER

HEeRBHORENRA.

Applications:
Applications: The S1 Series bring to the industry a proven

design for use on construction equipment, forestry equipment,

agricultural machinery, oil tools, oil equipment steel mill
machinery,and other demanding hydraulic applications.

BARMIE:

MG 1/4  3/8 1/4 3/4 1 1-1/4 1-1/2
BEEAHEPSI) 5000 4000 4000 3000 3000 3000 2000
BE R & (GPH) 3 6 12 28 50 88 220
BHEER -20'CE+120°C

RERHEHS T B R BINBR
Specifications:

Body Size(in) 1/  3/8  1/4 3/4 1 1-1/4  1-1/2

Rated Pressure (PSI) 5000 4000 4000 3000 3000 3000 2000

Rated F|ow (GPM) 3 6 12 28 50 88 220

Temperature Range -20°C to +120°C

Standard seal material NBR

&ﬁg: St-RH (14, 38", W2°, 34" 1)

S1 Serles (1/4*, 3/8*, 172", 8/4" 1)
Bitik: 2-2008US (Test Fluid: Oil-200SUS)
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1 i

HYDRAULIC QUICK COUPLING

S1 1

S1 CLOSE TYPE HYDRAULIC QUICK COUPLING

15 B(Socket)

®D

m-nm-—

10
12.5
20
25

40
50

$1-02SF
$1-03SF
$1-04SF
$1-06SF
$1-08SF
$1-10SF
$1-12SF
S$1-16SF

56
66
80
94
17
133
165

31.5
38.5
48
56
69.5
84
99

22
27
34
41
50
60
75

14
16
18
21
25
27
26

G1/4 NPT1/4

G3/8 NPT3/8

G1/2 NPT1/2

G3/4 NPT3/4
G1 NPT1

@1-1/4 NPT1-1/4

61-1/2 NPT1-1/2
G2 NPT2

mnﬂ-_

10
12.5
20
25
31.5
40
50

$1-02PF
$1-03PF
$1-04PF
S1-06PF
$1-08PF
$1-10PF
$1-12PF
$1-16PF

35.5
36.5
43.5
57
59.5
75
83.5
105

11.8
17.3
20.5
29
34,3
45
55
65

15
21.
27
28
36
46
52
64

4

22
27
35
41
50
60
75

14
16
18
21
25
27
26

G1/4 NPT1/4
63/8 NPT3/8
81/2 NPT1/2
63/4 NPT3/4
61 NPT1
61-1/4 NPT1-1/4
61-1/2 NPT1-1/2
G2 NPT2

m-nmm—

10
12.5
20
25
31.5
40
50

LOMOFLEX CO.,LTD

$1-02
$1-03
$1-04
$1-06
$1-08
$1-10
§1-12
$1-16

75
88
110
119.5
150
167.5
210.5

31.5
38.5
48
56
69.5
84
99

http://www.lomoflex.com/

22
27
34
41
50
60
75

22
27
35
41
50
60
75

G1/4 NPT1/4

G3/8 NPT3/8

G1/2 NPT1/2

G3/4 NPT3/4
G1 NPT1

G1-1/4 NPT1-1/4

61-1/2 NPT1-1/2
G2 NPT2
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1 ! HYDRAULIC QUICK COUPLING
KSA ! A
KSA  CLOSE TYPE HYDRAULIC QUICK COUPLING

& P
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Features:

New valve design, it can resistance damage from high
flow and the pressure of impulse that providing
advanced performance.

‘Poppet valves available to prevent uncoupled leakage.
‘Poppet valves open automatically when coupled, within
rated working pressure, to keep the flow expeditely.
‘Critical parts are hardened for durability.

‘Dependable ball-locking mechanism holds the mating
halves together.

‘Socket and plug are precision machined from solid bar
stock.

‘New Chrome plating treatment provides advanced anti-
rust performance

‘KSAseries conforms to the standard of ISO 7241-A
‘Compatible with PARKER 6600 Series,FASTERANV
Series, AEROQUIP 5600 Series and HANSEN HA 15000
Series

LOMOFLEX CO.,LTD

BR:

KSAREKT ZR A T &M IUFABHER, TEATRRRE,
HFgE, RUH. RENR, FHhigE. NERE. 4F

@ RACHRNRENA.

Applications:

Applications: The KSA Series bring to the industry a proven

design for use on construction equipment, forestry equipment,

agricultural machinery, oil tools, oil equipment steel mill

machinery, and other demanding hydraulic applications.

A% (&) 1/4 3/8 % 3/4
BEEH(PSI) 5000 4000 4000 3000
e 2 (GPM) 3 6 12 28
REEE -20'C£+120°C
mEEHEN S T B4R BNBR
Specifications:
Body Size(in) 1/4 3/8 Y2 3/4
Rated Pressure (PSI) 5000 4000 4000 3000
Rated Flow(GPN) 3 6 12 28
Temperature Range -20°C to 120'C
Standard seal material NBR
ISOA 5 (174", 3/8*, 12", 34" 17 )
ISOA Series (1/4*, 3/8", 1/2", 34" 1")
MNLETE: H~2005SUS (TestFluid: Oil-200SUS)
90 -
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o 7 - / e
— 34t/ |
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A 80 2] T |
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0 1

0

1 GPM=3.78L/Min
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Flow inh GPM
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1 ! HYDRAULIC QUICK COUPLING

KSA ! 1
KSA CLOSE TYPE HYDRAULIC QUICK COUPLING

BiEE(Socket)
ﬁi * KSA-02SF 61/4 NPT1/4
\ 10 KSA-03SF  60.5 30 22 16 63/8 NPT3/8
| 12,5  KSA-04SF 70 38 27 18 G1/2 NPT1/2
. 20 KSA-06SF B4.5 45 34 22 G3/4 NPT3/4
25 KSA-08SF 99 52 41 22 61" NPTI®

2 #HE(Plug)

m-“ﬂn_
W KSA-02PF 35 1.8 15.2 13 61/4 NPT1/4

\ 10 KSA-03PF  42.5 17.3 21.4 22 16 G3/8 NPT3/8
12.5 KSA-04PF 48  20.5 29 27 18 G1/2 NPT1/2

20 KSA-06PF 57 29 28 34 20.5 63/4 NPT3/4
25 KSA-08PF  65.5 34.3 355 41 20.5 G1" NPT1®

I T S N T A

KSA-02 G1/4 NPT1/4

10 KSA-03 85 30 22 22 G3/8 NPT3/8

12.5 KSA-04 96 38 27 27 G1/2 NPT1/2

20 KSA-06 114 45 34 34 63/4 NPT3/4
25 KSA-08 131 52 41 41 G1" NPT1"

LOMOFLEX CO.,LTD  http://www.lomoflex.com/



4 ! HYDRAULIC QUICK COUPLING

S6 1 -

S6 CLOSE TYPE HYDRAULIC QUICK COUPLING" STEEL)

S

1. Bk Frat, WEBzAE, LR

2, BLERR, MENFR, EWMETEEEA, BE
REF RN HIE.

3. XEMBHLITMEFEA, B AT A ML

4, TRORMVNABHECEAFERIERE—E.

5, BEEMABLRABONEREERE

6y AIELFFA1507241-AKRE.

7. #5TFFERE#R: £ERE (PARKER) 6600&%),
BEAF/IRBIE (FASTER) ANVRT], £EEh=%
(AEROQUIP) 5600% %!, REXF (HANSEN) Ha15000%

3.

Features:

1.Poppet valves available to prevent uncoupled leakage.
2.Poppet valves open automatically when coupled,within
rated working pressure,to keep the flow expeditely.
3.Critical parts are hardened for durability.
4.Dependable ball-locking mechanism holds the mating
halves together.
5.Socket and plug are precision machined from solid bar
stock.

6.DD-S6 series conforms to the standard of ISO 7241-A.
7.Compatible with PARKER 6600 Series, FASTER ANV
Series, AEROQUIP 5600 Series and HANSEN HA 15000
Series.

LOMOFLEX CO.,LTD

BA:

SORFICZMATILAE ATRRRE. RHkigE, R
ik, RENR, REXRERARCHBORENR

Applications:

The S6 Series brings to the industry a proven design for

use on construction equipment, forestry equipment,
agricultural machinery, oil tools, steel mill machinery, and other
demanding hydraulic applications.

BAME:

R () 1/4 3/8 ¥ 3/4 1
BEEAHPSI) 5000 4000 4000 3000 3000
BUE R R (GPN) 3 6 12 28 50
REEE -20"CZ+120°C

REEHENS T B AR BINBR

Specifications:

Body Size(in) 1/4 3/8 Y 3/4 1
Rated Pressure (PSI) 5000 4000 4000 3000 3000
Rated Flow (GPH) 3 6 12 28 50
Temperature Range -20°C to +120°C
Standard seal material NBR

fE6E -

S6 RF (14", 3/8", 12", 3/4" 1)
86 Series (1/4*, 3/8", 1/2", 3/4" 1")
PRI H-2008US (Test Fluid: Oil-200SUS)

QOI

|

80 -

i

70 — ~
17 3;4'/ <
60 ] 1
[1 1/
50 e
40

Thil 17

{
[
20 4~
10 /// ,4 ]

i
. |
0 10 20 30 40 50 60 70

Press ure Drop in PSID

b (PSID)

e (GPM)
Flowin GPM

1 GPM=3.78L/Min  1PSID=0. 0069MPa
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4 ! HYDRAULIC QUICK COUPLING
S6 A - -
S6 CLOSE TYPE HYDRAULIC QUICK COUPLING™ STEEL)

BifE(Socket)
B I N T T
$6-02SF G1/4 NPT1/4
10 S6-03SF 56  31.5 24 14  G3/8 NPT3/8
12.5 S6-04SF 66  38.6 30 16 61/2 NPT1/2
20 S6-06SF 82  46.5 38 20 G3/4 NPT3/4
25 S6-08SF  96.5 56 45 22 61" NPTH1"

A
SN [ ‘
[a]
b &
1
S‘L LS
A E(Plug)
mn-mn—
§6-02PF 35.5 11.8 15.2 G1/4 NPT1/4
10 S6-03PF 36.5 17.3 21.4 22 14 G3/8 NPT3/8
12.5 S6-04PF 46 20.5 29 27 16 @1/2 NPT1/2
20 S6-06PF 54.5 29 28 34 20 63/4 NPT3/4
25 S6-08PF 62 34.3 35.5 41 22 @1" NPT1"

#8BRR(Coupling Fitting) I T N A 7 A

$6-02 G1/4 NPT1/4

10 $6-03 75 31.5 24 22 G3/8 NPT3/8

12.5 $6-04 90.5 38.6 30 27 G1/2 NPT1/2

20 §6-06 109.5 46.5 38 34 G3/4 NPT3/4
25 $6-08 122 56 45 41 G1" NPT1"

N

r—‘—— & . : ‘“‘qg
il k=
b, H

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 08



HYDRAULIC QUICK COUPLING

W

1, BLEAR, MEEAE, BHLR.

2, FLERR, MAMFE, ERMELEEEAR, KE
REG RN GIE .

3. XEBHESTBEEN, FFUARBYE.

4, TROBRNMHBHECENALBIEEE—R.

5, BIFEMABELRATOMERNERNE.

by AFEKFFA1507241-BiF i,

7. #5TFH~RE#H: £EKR(PARKER) 60RF], BX
FIRBA(FASTER) HNVER ), £EEH =

(AEROQUIP) FD45% %, 3% E X (HANSEN) HKHR .

Features:

1.Poppet valves available to prevent uncoupled leakage.
2.Poppet valves open automatically when coupled,
within rated working pressure, to keep the flow
expeditely.

3.Critical parts are hardened for durability.
4.Dependable ball-locking mechanism holds the mating
halves together.

5.Socket and plug are precision machined from solid bar
stock.

6.DD-S2 series conforms to the standard of ISO 7241-B.
7.Compatible with PARKER 60 Series, FASTER HNV
Series, AEROQUIP FD45 Series and HANSEN HK
Series.

LOMOFLEX CO.,LTD

BR:

SHERLFERTEMBENRENA . XRXRBIALELEER
DU 3t e 2 O B R IR B 4R A sl 4P T 90 I IR B BT
F, MERERHIRBRE. 0D-SHEL ZNATEHI W
FImNER, TEATRRARE, RAQE. RUNK, BE
MR, A&, NKRE, ¥R RAEHBNRER
M.

Applications:

Applications: S2 couplings, are used across the spectrum of
hydraulic applications. These Double Shut-Off couplings can be found
anywhere that fluid transfer lines need to be connected and
disconnected for operation or maintenance of equipment, and a loss of
fluid is undesirable.DD-S2 are used in construction quipment, Forestry
equipment, agricultural machinery, oil tools, Oil equipment, steel mill
machinery, and other demanding hydraulic applications.

M ED) 1/8 1/4 3/8 Y 3/4 1
HWEENPSI) 5000 5000 4000 4000 3000 3000
R A (GPH) 1 3 6 12 28 50
BEAE -20°CE+20'C
RFREEHEMR T B RBNBR
Specifications:
Body Siza(in) 1/8 1/4 3/8 ¥ 3/4 1
Rated Pressure (PS1) 5000 5000 4000 4000 3000 3000
Rated Flow (GPN) 1 3 ) 12 28 50
Temperature Range -20°C to +120°C
Standard seal material NBR
S2 RP (14", 38", 12", 344" A7)
S2 Series (1/4", 3/8" ., 112", 3/4" 1")
B H-2008US (Test Fluid: Oil-200SUS)
45 —
| . '
40 J -
= 1/
o T I T/
a 30 "
e el [T 1/ |
a 25 ,—[ / I 7
G e 114" o |
Qo 20 Ill : ! / |
ge [/
1 4
vz 15 e -t
o
= 0
ag 0 117 ’
I —
5 1 / i
0 f
0 10 20 30 40 50 60 70
HE (GPM)
Flow in GPM
1 GPM=3.78L/Min 1PS1D=0. 0069MPa
http://www.lomoflex.com/ 09



1 ! HYDRAULIC QUICK COUPLING

5 E(Socket)

I T A A T O
DD-$2-01SF 17 a1/8 NPT1/8
6.3  DD-S2-025F 58  28.5 19 13 G1/4 NPT1/4
10 DD-52-03SF 65 35 24 13 63/8 NPT3/8
12.5  DD-S2-04SF 74  44.5 28.5 20.5 G1/2 NPT1/2
20 DD-S2-065F 92 54 36 22 §3/4 NPT3/4

25  DD-52-08SF 103  63.5 41 23 a1 NPT1

m-nnmn—

DD-82-01PF 29 10.8 19 14 G1/8 NPT1/8

6.3 DD-S2-02PF 36 14.2 22.8 19 13 G1/4 NPT1/4

10 DD-S2-03PF 40 19 25 24 13 @3/8 NPT3/8

12::5 DD-82-04PF 46.5 23.5 28 28.5 20.5 G1/2 NPT1/2

20 DD-S2-06PF 56 31.5 36 36 22 G3/4 NPT3/4
25 DD-S2-08PF 63 37.8 45 41 23 G1" NPT1"

BT T S T
17

DD-52-01 58.5 24 G1/8 NPT1/8

6.3 DD-§2-02 72 28.5 19 19 G1/4 NPT1/4

10 DD-§2-03 80.5 35 24 24 G3/8 NPT3/8

12.5 DD-$2-04 93.5 44.5 28.5 28.5 G1/2 NPT1/2

20 DD-52-06 112.5 54 36 36 G3/4 NPT3/4
25 DD-52-08 126.5 638.5 41 41 G1 NPT1

®D

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 10



4 ! HYDRAULIC QUICK COUPLING

KZD 1 B

KZD PNEUMATIC AND HYDRAULIC QUICK COUPLING® BRASS)

FHEE:

1. BLEFE, RBBMAE, BLittR.

2, BAERR, RAMNAR, EMEITHEEEA, RE
REG TR WHIE

3, XEBHLTBMRRA, BTARAME.

4, TRMBRNAEHECENFEBIEEE—E.

5, BEEMABRARASLOHENEERE.

6. AHELFFE1507241-BiRME.

7. A5TFY=RER: REKR(PARKER) 60R%], BX
FITRBEA (FASTER) HNVRF), 2EEHE
(AEROQUIP) FDA5F %I, 3 [E X #R (HANSEN) HK#R 1.

Features:

1.Poppet valves available to prevent uncoupled leakage.
2.Poppet valves open automatially when coupled within
rated working pressure, to keep the flow expeditely.
3.Dependable ball-locking mechanism holds the mating
halves together.
4.Socket and plug are precision machined from solid bar
stock.
5.KZD series conforms to the standard 1ISO7241-B.
6.Compatible with PARKER 60 Series, FASTER HNV
Series, AEROQUIP FD45 Series and HANSEN HK
Series.

KZD R7%) (18" 144", 3/8", 172" )

KZD Series (1/8" 1/4", 3/8*, 1/2°)
MK H-150SUS (TestFluid: Oil-1508U8)

40 - ———T e |
[ L]
o 35'*4“* y/ /
= |
2 3 s/ [
£, , /1
a 25 7 [
~E 4 A |
80 207 ¥
"o i {
o515 -1—7//— T
= T £l
ﬁfé 10 ‘4 VLN 4 - ‘ S | S .
Ha o |/ - R S —
7 - | |
0 : =S + 1 T 1 )
0 2 4 6 8 10 12 14 16 18
W& (GPM)
Flow in GPM

LOMOFLEX CO.,LTD

BR:

KZDEESkER T & MEMMBER A . X X E ALK B85 R L
THA: RERREREAQREFREREPMBEERRG T,
MAREFHIRGRFE. KELTIBERTRERGER, B
ERTUERK RARRESGER.,

Applications:

KZD Medium-pressure High Performance Pneumatic And
Hydraulic Quick Coupling(Brass)

Applications: KZD couplings, are used across the spectrum of
hydraulic applications. These Double Shut-Off couplings can
be found anywhere that fluid transfer lines need to be
connected and disconnected for operation or maintenance of
equipment, and a loss of fluid is undesirable. Primarily used
with hydraulic fluid. KZD couplings are also used with
chemicals, water, steam, and some gases.

BARAME:

k1€ ) 1/8 1/4 3/8 % 8/4 1 1-1/4 1-1/2
BEEHPSI) 1000 1000 1000 4gpp 1000 1000 800 800
e R (GPH) 1 3 6 12 28 50 75 100
BEER -20'CE+120C

RREENENS T P HREINBR

Specifications:
Body Size(in) 1/8 1/4 3/8 ¥ 3/4 1 1-1/4 1-1/2

Rated Pressure (PSI) 1000 1000 1000 4g9p 1000 1000 800 800
Rated Flow (GPH) 1 3 6 12 28 50 75 100
Temperature Range =20°C to +120'C
Standard seal material NBR

1:4

KZD R 34", 14" 120, 27 )
KZD Series (3/4" 1", 114", 1127, 2" )
(314" &1 " )RR M-150SUS (TestFluid: Oil-150SUS)
(4 1127 27 ViR B-2008US (Test Fluid: 0il-2008US)

140 i -

120 —t
100 l f

. /
80 Amm ! re
60 —o 2

| 1" /] 12

40

Press ure Drop in PSID

K (PSID)

0 40 80 120 160 200

HE (GPM)
Fiowin GPM

1 GPM=3.78L/Min  1PS1D=0. 0069HPa

http://www.lomoflex.com/

800
150

800
150
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KZD 1 B

HYDRAULIC QUICK COUPLING

KZD PNEUMATIC AND HYDRAULIC QUICK COUPLING™ BRASS)

##F B(Socket)

LS

$D

LOMOFLEX CO.,LTD

m-nmll—

KZD-01SF

6.3 KZD-02SF
10 KZD-03SF

12.5 KZD-04SF
20 KZD-06SF

25 KZD-08SF

31.5 KZD-10SF
40 KZD-12SF

50 KZD-16SF

58
65
72.5
88
102
115
124
132

64.5

27
35
45
54

69
79
102

*: RE01-08RTRFFA1507241-Bir g

19
22
29
36
41
54
60
il

8

12.
13
14
17
23
27
27
30

5

G1/8
61/4
2G3/8
261/2
2G3/4

Za1
261-1/4
261-1/2

262

m-nnm-—

KZD-01PF

6.3 KZD-02PF
10 KZD-03PF

12.5 KZD-04PF
20 KZD-06PF

25 KZD-08PF

31.5 KZD-10PF
40 KZD-12PF

50 KZD-16PF

29
36
40
44
52
62
70
75
80

10.
14.
19
23.
31.
37.
45
50
70

8
2

5
4
8

19
22.5
25
28
36
40
45
49
52

*: RE01-08R T RFFE1507241-BiR

17
22
27
36
41
52
60
77

12.5

G1/8
261/4
2@3/8
261/2
2G3/4

61
2G1-1/4
261-1/2

262

m-nmm—

KZD-01
6.3 KZD-02
10 KZD-03
12.5 KZD-04
20 KZD-06
25 KZD-08
31.5 KZD-10
40 KZD-12
50 KZD-16

58.5

72.5

80.5
89
105

124.5
140.5
150.§
160.5

64.5

24

28
35
45
54

69
79
102

E: RE01-08RTRHFE1507241-BFRfE

19
22
29
36
41
54
60
77

http://www.lomoflex.com/

14
17
22
27
36
41
52
60
77

G1/8
2G1/4
2G3/8
261/2
2G3/4

261
261-1/4
261-1/2

262

12
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HYDRAULIC QUICK COUPLING

KZF 1 b

KZF CLOSE TYPE PNEUMATIC AND HYDRAULIC QUICK COUPLING(STAINLESS STEEL)

T

KZFR RSk R B AT 4HE -

RS AR, RSAZEAS, PR,
CESLEER, MENFR, EFRIEEERN, BEAR
5 37 42 0 4658

AR ECRNAERI LA E—E.

- BEEMAELR AT ONERIEEFE

BiA:

KZFRESKER TEMEEMAERA . XA LK 8EE R L
THA: RERZERARERFAEFMBRERREGF,
MARERHLBRERE.
KFEAEERTAERGER BB THERK BRARRLE
SHE®.

Applications:

KZF couplings,are used across the spectrum of hydraulic
applications.these Double Shut-Off couplings can be found any
where that fiuid transfer lines need to be connected and
disconnected for operation or maintenance of equipment,and a
loss of fluid is undersirable.Primarily used with hydraulic fluid.
KZF couplings are also used with chemicals,water,steam,and

- KL FFA1507241-8

cHE5TIERER: XEIKR (PARKER) 6075, EXF
MR B 1k (FASTER) ANVER 51| . 3 [E 2 /15 (AEROQUIP) FD45%
5, EE X (HANSEN) HARF) .

Features:

KZF series couplings feature:

‘Poppet valves available to prevent uncoupled leakage.
‘Poppet valves open automatically when coupled, within
rated working pressure, to keep the flow expeditely.
‘Dependable ball-locking mechanism holds the mating

halves together.

-Socket and plug are precision machined from solid bar
stock.

‘KZF series conforms to the standard of ISO 7241-B.
‘Compatible with PARKER 60 Series,FASTER HNV
Series, AEROQUIP FD45 Series and HANSEN HK Series.

KZF Z% (1/8" ,1/4", 3/8", 1/2" )
KZF Series (1/8* ,1/4" , 3/8", 1/2")
AR E-150SUS (Test Fluid: Oil-150SUS)

/

L 3/8/
/

2010 /
15 +—1

7
=

12"

7

Press ure Drop in PSID

EM (PSID)

0 2 4 6 8 10 12 14 16 18

wE (GPM)
Flowin GPM

LOMOFLEX CO.,LTD

(118",

KZF #%) (314 1" 114", 112" 2%)

KZF Series (3/4" ,1" 114", 112" 2" )
(3/4" &1 " KK k: HH-150SUS (TestFluid: Oil-150SUS)
112" 2" )R F ik: M-200SUS (TestFluid: Oil-200SUS)

140
o 120
2 100 //
£
o 80
~ 2 2"
o0 60 -
K’g 40 1" /| 12 /
)
7] 3/4"f q»
#5 2 1
Ha /
0 -%
0 40 80 120 160 200
R (GPM)
Flow in GPM

1 GPH=3.78L/Min  1PSID=0.0069MPa

http://www.lomoflex.com/

some gases.
Ak () 1/8 1/4 3/8 ¥ 34 1 1-1/41-1/2 2
BMEEAH (PSI) 2000 2000 1500 1590 1500 1000 1000 1000 1000
15072 % B (GPN) 1 3 6 12 28 50 75 100 150
iR IS (R B ) -20°'CZE+180°C
HEES PR WAL VITON
Specifications:
Body Size(in) 1/8 1/4 3/8 vy 3/4 1 1-1/41-1/2 2
Rated Pressure (PS1) 2000 2000 1500 {500 1500 1000 1000 1000 1000
Rated Flow (GPN) 1 3 6 12 28 50 75 100 150
Teaperature Range (std seals) -20°'CE+180°C
Standard seal material is VITON

Performance (14 &)

13



1 ! HYDRAULIC QUICK COUPLING

KZF 1 b
KZF CLOSE TYPE PNEUMATIC AND HYDRAULIC QUICK COUPLING(STAINLESS STEEL)

B B(Socket) m-nm——

KZF-01SF G1/8
6.3 KZF-02SF 58 27 19 12.5 261/4
10 KZF-03SF 65 35 22 13 263/8
12.5  KZF-04SF 72.5 45 29 14 261/2
20 KZE-06SF 88 54 36 17 263/4
25 KZF-08SF 102 64.5 41 23 Z61
31.5 KZF-10SF 115 69 54 27 Z61-1/4
40 KZF-12SF 124 79 60 27 261-1/2
A 50 KZF-16SF 132 102 77 30 262
7
,_1 = s #: RAF01-08R TR AISO7241-1BiR
\ NOTE: Only size 01to 08 conform to the standard of ISO 7241-B
A@.
LS

N A A A

’l}ﬁ!(Plug) KZF-01PF 29 10.8 19 61/8
6.3 KZF-02PF 36 14.2 22.5 12.5 12.5 261/4
10 KZF-03PF 40 19 25 13 13 263/8
N 12.5  KZF-04PF 44 23.5 28 14 14 261/2
il s 20 KZF-06PF 52 31.4 36 17 17 263/4
1—-— 25 KZF-08PF 62 37.8 40 23 23 Z61
31.5 KZF-10PF 70 45 45 27 27 Z61-1/4
40 KZF-12PF 75 50 49 27 27 261-1/2
- 50 KZF-16PF 80 70 52 30 30 262
SO
T ‘ﬂ = 3 "I #E: RA01-08R T BRF&1S07241-1Biz M
l”l H NOTE: Only size 01to 08 conform to the standard of ISO 7241-B
LP

m-nmm—

KZF-01 58.5 24 G1/8
6.3 KZF-02 72,5 28 19 17 2G61/4
10 KZF-03 80.5 35 22 22 2G3/8
12.5 KZF-04 89 45 29 27 261/2
20 KZF-06 105 54 36 36 2G63/4
25 KZF-08 124.5 64.5 41 41 261
31.5 KZF-10 140.5 69 54 52 ZG1-1/4
40 KZF-12 150. 5 79 60 60 ZG1-1/2
50 KZF-16 160.5 102 77 77 262
'I Jg #: RH01-08R T RHAISO7241-1BHR R
\ J\ul‘ NOTE:Only size 01to 08 conform to the standard of ISO 7241-B
; i
i K4

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 14



HYDRAULIC QUICK COUPLING

S4 1

S4 BALL VALVES TYPE HYDRAULIC QUICK COUPLING

HE

1, Bk Fet, WBEBAE, BHLEMR.

2, BLERE, WAMFR, EREITEEER, B
REFRERGE.

3, MRARENEAEWK, RERUHEEMEUEER
BB E AL .

4, MEHARENERZEANERYEREH,

5, XRBBHLTREEN, FFURBYEEF.

6 MHEMRGHABHECERNEELEIELE—E.

7, BEEBMAMELARBSONBENEESE. X=H
HE18056758 4

8, #5TF=REH: £ER% (PARKER) 4000%%], &
A FIBREIX (FASTER) NV/NSF I

Features:

1.Poppet valves available to prevent uncoupled leakage.

2.Ball valves available for rugged dependability in
heavy-duty hydraulic applications within rated working
pressure.

3.Hard, chrome alloy balls are used for valving, It be
loaded on the valve seat by the springs.

4.The valve provides a metal-to-metal seal between the
ball and coined seat.

5.Critical parts are hardened for durability.
6.Dependable ball-locking mechanism holds the mating
halves together.

7.Socket and plug are precision machined from solid bar
stock.

8.DD-S4 series conforms to the standard of ISO5675.
9.Compatible with PARKER 4000 Series and FASTER
NV/NS Series.

LOMOFLEX CO.,LTD

KA.

S4RFIZHATEMHILAEE, FEATRREE. &K
B RUHHE, AENR, RXLERRACHABOBRELR

Applications:

Applications: The S4 Series brings to the industry a proven
design for use on construction equipment, forestry Equipment,

agricultural machinery, oil tools, steel mill machinery, and other

demanding hydraulic applications.

Mk (ED) 1/4 3/8 % 3/4
MEEHPSI) 5000 4000 4000 3000
R 7’ (GPH) 3 6 12 28
BERE -20'CE+120°C
FREEHEAN T BRAR BINBR
Specifications:
Body Size(in) 1/4 3/8 % 3/4
Rated Pressure (PS1) 5000 4000 4000 3000
Rated Flow (6PH) 3 6 12 28
Temperature Range =20'C to +120°C
Standard seal material NBR
S4 EF (14", 3/8" 472", 34" 1")
S4 Series (1/4", 3/8" 1/2", 3/4" 1" )
SRAA: H-200SUS (Test Fluid: Oil-200SUS)
90
80 £
g 70
o / 314/
£ 60 7
& 50 / /
ag 114 1/2/ )
? o 40+
S L L/
o8 304
# 3 | /
Ha 20 / /
10 —’/’/////
0 i —f—
0 10 20 30 40 50 60 70
Fit (GPM)
Flow in GPM

1 GPM=3.78L/Min  1PSID=0. 0069MPa

http://www.lomoflex.com/

3000
50

3000
50
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1 ! HYDRAULIC QUICK COUPLING

S4 1
S4  BALL VALVES TYPE HYDRAULIC QUICK COUPLING

BB (Socket)

S T
$4-02SF  5§3.5  27.6 19 12.5 @1/4 NPT1/4
10 $4-03SF 63 34 24 13 G3/8 NPT3/8
‘; i 12.5 S4-04SF  66.3  38.6 27 16  G1/2 NPT1/2
20 S4-06SF  82.5  48.2 34 19 G3/4 NPT3/4
/’ B 20 S4-06SF(E) 83.5 47.5 35 18 G3/4 NPT3/4

e 25 S4-08SF  96.5 56 41 21 a1 NPT1

A ) 7 : $4-06SF5 B IA (FASTER) H ik, S4-06SF (E) 53k 5 (PARKER) H it

mnnmn—

S4-02PF 36 14.2 18.5 12.5 G1/4 NPT1/4
10 S4-03PF 40 19 22 24 13 63/8 NPT3/8
12.5 S4-04PF 43.5 20.5 27 27 16 81/2 NPT1/2
20 S4-06PF 53.5 28 32 34 19 63/4 NPT3/4
20 S4-06PF (E) 51 26.9 28.5 33.3 18 63/4 NPT3/4
25 S4-08PF 63 31.3 38 41 21 61" NPT1®

i : $4-06PF SR BEIA (FASTER) E#, S4-06PF (E) 5 3% 3 (PARKER) E

m-nmm—

$4-02  72.2  27.6 19 G1/4 NPT1/4
10 $4-03  82.6 34 24 24 G3/8 NPT3/8
12.5 $4-04  87.8  38.6 27 27 G1/2 NPT1/2
20 $4-06 107.8  48.2 34 34  @G3/4 NPT3/4
20 S4-06(E) 102  47.5 35 33.5 G63/4 NPT3/4
25 $4-08 126.8 56.2 41 41 61 NPT1
i : $4-065 R BiA (FASTER) E #k, S4-06 (E) 5 37k 52 (PARKER) H

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 16



4 ! HYDRAULIC QUICK COUPLING

S5 1

S5 PUSH AND PULL TYPE HYDRAULIC QUICK COUPLING

e
L8

-

s _..«..-\\\:

)

EE R
v

o
@ -
®

Y
5
=7 4

R

1 EREAERERUAREREARRN, ERE®T
ARFRE.

2, ¥LETFE, MEBAIAE, LR,

3, BLERE, MEAR, EFEIEEEAR, KL
R FF T 1 B 4538

4 XEBGETBREEN, FFURBME.

5 AIRMRSINAEHECENFBEBIESE—E.

6 BIFEMABLARASONENEBEHE.

7y AREELFAI15056758R 8 .

8, 5T =REMR: £EIRKR (PARKER) 42505, EX
FI1R & 3% (FASTER) CPV-CNVER F]

Features.:

1.Double acting sleeve for one handed push-to-Connect
operation when coupler is clamp or bulkhead mounted.
2.Poppet valves available to prevent uncoupled leakage.
3.Poppet valves open automatically when coupled,
within rated working pressure, to keep the flow
expeditely.

4.Critical parts are hardened for durability.
5.Dependable ball-locking mechanism holds the mating
halves together.

6.Socket and plug are precision machined from solid bar
stock.

7.DD-S5 series conforms to the standard of ISO5675.
8.Compatible with PAPKER 4250 Series, FASTER CPV-
CNV Series.

LOMOFLEX CO.,LTD

BRA:

SSRIICZHNBTEMILAE, BRTRARE. RHR
&, RUNEEBENR

Applications:

Applications: The S5 Series brings to the industry a proven
design for use on construction equipment, forestry equipment
agricultural machinery, and oil tools.

BARME:

& 3D %
BREHPSI) 3000
i {(2) 12
BREERE -20'CE+120°C
REEHEHS T B HREENBR

Specifications:

Body Size(in) Y%
Rated Pressure (PSI) 3000
Rated Flow (GPH) 12
Temperature Range =20'C to +120°C
Standard seal material NBR
fERE
S5 R (12")

S5 Series (1/2")
kK H-200SUS (Test Fluid: Oil-200SUS)

80

70 -
60
50

172",
40 y

20 -

Press ure Drop in PSID

EPE (PSID)

0 2 4 6 8 10 12 14 16 18

Fit (GPM)
Flow in GPM

1 GPM=3.78L/Min  1PSID=0. 0069MPa

http://www.lomoflex.com/ 17



1 ! HYDRAULIC QUICK COUPLING

S5 1
S5 PUSH AND PULL TYPE HYDRAULIC QUICK COUPLING

ol T S N T T
2.5 S5-04SM8L 73.5 M14%1.5
1:2i:5 §5-04SM10L  73.5 38 27 12 M16%1.5
12.5 S5-04SM12L  73.5 38 27 12 M18%1.5
12.5 §5-04SM15L  75.5 38 27 14 M22%1.5
1258 S5-04SM18L 75.5 38 27 14 M26*1.5
12.5 §5-04SM10S 73.5 38 27 12 M18*1.5
12.5 S5-04SM12S 73.5 38 27 12 M20*1.5
A 12.5 S5-04SM14S  75.5 38 27 14 M22%1.5
) 12:5 §5-04SM16S 75.5 38 27 14 M24%1.5
12.5 $5-04SM20S 77.5 38 30 16 M30%2

o1

LS

2 EB(Plug) mnnmn—

2.5 S5-04PMBL 58.5 0.5 M14*1.5
12.5 $5-04PM10L 58.5 20.5 27 27 12 M16*1.5
‘W 12.5 S5-04PM12L 58.5 20.5 27 27 12 M18%*1.5
a““”““ | 12.5 $5-04PMISL 60.5 20.5 27 27 14 M22%1.5
d‘ ! & 12.5 $5-04PM18L 60.5 20.5 27 27 14 M26*1.5
,/g/q’ i 12.5 S5-04PM10S 58.5 20.5 27 27 12 M18*1.5
12.5 $5-04PM12S 58.5 20.5 27 27 12 M20*1.5
1225 $5-04PM14S 60.5 20.5 27 27 14 M22*1.5
27 /J{ v 12.5 $5-04PM16S 60.5 20.5 27 27 14 M24%1.5

5 6 Qi Z.][F)[. L 12.5 S5-04PM20S 62.5 20.5 27 30 16 H30%2

c A 2 At
LP

i m-nmm—

2.5 $5-04-8L 109.5 M14%1.5

) 12.5 $5-04-10L 109.5 38 27 27 M16%1.5

WW’\N 12.5 $5-04-12L 109.5 38 27 27 M18*1.5

l” b il 12.5 §5-04-15L 113.5 38 27 27 M22%1.5

f s 12.5 $5-04-18L 113.5 38 27 27 M26%1. 5

(ddddd ™ ’ 12.5 $5-04-108 109.5 38 27 27 M18%1.5

12.5 $5-04-128 109.5 38 27 27 M20*1.5

12.5 $5-04-148 113.5 38 27 27 M22*1.5

12.5 $5-04-163 113.5 38 27 27 M24%1.5

,_[ | T g 12.5 §5-04-20S 115.5 38 30 30 M30%2
) :
) \Va

LOMOFLEX CO.,LTD  http://www.lomoflex.com/ 18



4 l

FF 4 s

HYDRAULIC QUICK COUPLING

FF  FLAT FACE TYPE HYDRAULIC QUICK COUPLING™ STEEL)

“»
&N

\*;4!;" ‘ 7
7, "'—’ | J\\ 5,,

-

W

1, MERMRH, BRASRREESBAEAR T, REES
f 1t B

2, EFYUENMEIEREREENTNS, £EAMERGE
Reh kRS, EUYLMAERS L EINITTF .

3 EPHLK A9 3T 7 B T Bh LE AHit A PSR LA M G 7 7 1 R B
FRSIRRREE, ENESHBFLERFEHAARTHLES

.

4 FXLBHAFLMNETARSOHRREHER T RPESL,

HERARENRARTRERNE S HRERDIMERE.

5, XMMBABFTEHERTATHLERRTERA T LM

BEMF.

6, TARMNBRIISRAMATRER, EMERARY ISR
THAH, RRREMEREENEATR NN EAMELRE
AR, WE: RAERTEAERERESL, EENTESES

SBENTRER.

7. DD-FFAIIBLEFERREGH M ER L FANARE, XBEK
ERZENFEAREFTR AR BRE, REEHEENR

RALRES.

S RAMIEHRES, RUESMEFEERE

9, DD-FFHELEA1501602845 ) .

10, #5TH=REHR: £EKRR (PARKER) FENART], BAHE
% (STUCCHI) FIRGHRF, £EEH5% (AEROQUIP) FDB9HR

5, HENFZE (HANSEN) FFRF,

Features:

Steel construction, zinc plated with yellow chromate finish. hardened
nipples and sleeves and solid barstock construction for maximum
resistance to damage from hydraulic and mechanical shock.

This Anti -Blowout Nitrile/PTFE bonded seal is designed to p! t blow-
out or damage during severe service conditions.

Durable ball-locking mechanism assures reliable connections every time. A
large number of locking balls distributes the work load evenly while
providing alignment and swiveling action to reduce hose torque and prolong
hose life. CAUTION: These products are not not to be used as swivels.
Rotation under pressure will result in excessive and premature wear.

DD-FF Series couplings employ flush valving when connecting or
disconnecting. This means that the valves are mated together so that only
small amounts of fluid can be lost during disconnection or air inclusion
during reconnection.

New chrome plating treatment provides advanced anti-rust performance.
DD-FF series conforms to standard of 1ISO16028.

LOMOFLEX CO.,LTD

BR:

FFRIIEXZBTUTARRNE: RERGRSMRTE
HELEME, ARAMATEERRAERREFNRDIARE
H, IRXBAEREH, KBEFRTLPRBRENRZRE
ik, HTHEERZERBBATRIHHRIE.

Applications:

FF Series couplings are widely used in the public utility market where hydraulic
oil spillage can constitute a serious safety hazard, particularly in overhead bucket

hoists that are used for of high-voltage power trar

lines.These couplings are also used for quick change of hydraulic Tools in
construction, railway maintenance and mining industries. The ease of cleaning
makes them ideal for use in these types of hostile environments.

BARAME:

Mk ) 1/4(02) 3/8(03) 1/2(04) 5/8(06) 3/4(08) 1(10) 1-1/2(12) 2(16)
BEENPSI) 5000 4350 4350 3625 3625 3000 3000 3000
572 % & (GPM) 3 6 12 20 28 50 80 100
R NL) 0.006 0.012 0.02 0.026 0.032 0.035 0.05 0.1
BEEER -20°'CE+120°C

REENEAS T B AREINBR

Specifications:

Body Size(in) 1/4(02) 3/8(03) 1/2(04) 5/8(06) 3/4(08) 1(10) 1-1/2(1) 2(16)
Rated Pressure (PS1) 5000 4350 4350 3625 3625 3000 3000 3000
Rated Flow (GPH) 3 6 12 20 28 50 80 100
Spillage (ML) 0.006 0.012 0.02 0.026 0.032 0.035 0.05 0.1
Temperature Range -20'C to H20'C

Standard seal mater il NBR

RE

FF &% (1/4", 3/8", 1/2",5/8", 3/4", 1"
FF Series (1/4", 3/8", 1/2", 5/8", 3/4", 1")
AtAE: H-2008US (Test Fluid: Oil-200SUS)

80 I sval ;

70 -
,’ kL

I
g, "2/
40

30 ]
7

T

20 -

=& (PSID)
Press ure Drop in PSID

=

10 7
0 =TT — R (. |
0 10 20 30 40 50 60 70

x

wE (GPM)
Flowin GPM

1 GPM=3.78L/Min  1PSID=0.0069MPa
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1 ! HYDRAULIC QUICK COUPLING
FF 4 s -
FF  FLAT FACE TYPE HYDRAULIC QUICK COUPLING" STEEL)

i B(Socket)
I T O TN T
FF-02SF 58.2 28 G1/4 NPT1/4
10 FF-03SF 68. 2 32 24 14 G3/8 NPT3/8
10 FF-03SF 122 32 27 18 G1/2 NPT1/2
12.5 FF-04SF 75 38 32 18 G1/2 NPT1/2
12.5 FF-04SF 79 38 36 22 G3/4 NPT3/4
16 FF-06SF 80 42 36 22 G3/4 NPT3/4
e A 19 FF-08SF 99.8 48 41 22 G3/4 NPT3/4
o 19 FF-08SF 99.8 48 41 23.5 G1 NPT1
o | =% _[_ '_ 25 FF-10SF 111.5 56 55 24 G1-1/4 NPT1-1/4
f — - FF-12SF 150 79.5 65 30 61-1/2 NPT1-1/2
§ 2 - FF-16SF 167 98.5 85 31 G2 NPT2
i
Ls ,
st I T N A 7 T
FF-02PF 49.2 16.1 15.2 20 G1/4 NPT1/4
) V- 10 FF-03PF 55.8 19.7 19.5 24 14 G3/8 NPT3/8
( 10 FF-03PF 59.8 19.7 19.5 27 18 G1/2 NPT1/2
12.5 FF-04PF 72 24.5 21.6 32 18  G1/2 NPT1/2
\ -’ . 12.5 FF-04PF 76 24.5 21.6 36 22 G3/4 NPT3/4
16 FF-06PF 75.5 27 21.6 36 22 G3/4 NPT3/4
A 19 FF-08PF 93.8 30 29 41 22 G3/4 NPT3/4
19 FF-08PF 93.8 30 29 41 23.5 @1 NPT1
i . —l 25 FF-10PF 90 36 34 55 24 G1-1/4 NPT1-1/4
9 I’ " in - FF-12PF 112 57 38 65 30 Gi-1/2WPT1-1/2
1 C L - FF-16PF 123.9 73 40.5 v4) 31 G2 NPT2
2,
P

18 #E(Coupling Fitting) I N N 7 A

FF-02  96.2 28 G1/4 NPT1/4
- 10 FF-03  108.4 32 24 24 G3/8 NPT3/8
Cwe 10 FF-03  116.4 32 27 27 G61/2 NPT1/2
- 2 12.5 FF-04  129.3 38 32 32 G1/2 NPT1/2
12.5 FF-04  137.3 38 36 36 63/4 NPT3/4
e 16 FF-06 138 42 36 36 G3/4 NPT3/4
19 FF-08  172.1 48 41 41 G3/4 NPT3/4
19 FF-08  172.1 48 41 41 61 NPT1
25 FF-10 178 56 55 55  G1-1/4 NPT1-1/4
i | ki - FF-12  233.4 79.5 65 65  G1-1/2 NPT1-1/2
T - FF-16  251.7 98.5 85 75 62 NPT2

LOMOFLEX CO.,LTD  http://www.lomoflex.com/



4 l

HYDRAULIC QUICK COUPLING

-

PT 4
PT

=
$27
\ Kb
l,f/ - l i = /)
{\((s : \
Q)" \ \
e
1 FEERG, BEAGRRESKAEDNE, REES
¥ B

2, ENYRVAELEREREERAMYES, £EAMBRGBE
KeRHESKRT, FOHLHIAERY LN TF.

3, EWHLR A A B T B LE A\ PR M 10 26 3 R sk
FrSIRIRNME, ENEEHBHEERSXEASTHLEH

.

4 BARBHAFRLMEGFURSOEREWER K RPBEL,

8 55 K PR BE RO 40 Eh T 7 A0 LB b s B 38 A O ) O B R 3R

5, XMMBHFTESEQHATHLERRTAERI THIMR

HHR.

6, MARUNBRES RPRETHRERE, BIMUERARNHISE
THa#, RNREXEREENENTRNRERHELRE

AR, WE: XACKTERFEREMAEL, EENTERS

SEEEMLEER.

7. DD-PTFR 3 Sk 75 ¥ 1% K W FF I 6 A RSP ML MO IRAE, X

EMZERNEAREHFEARIARELOERE, REEHEERR

RALERSES,

8 RAHIENRER, RAFTEERHHEE

9. DD-PTHELE A 15016028578

10, #5TFH=RER: £ERR (PARKER) FEMRT], BAFE
B (STUCCHI) FIRGRF, XEEH%E (AEROQUIP) FD8IFR

5, EEN#H (HANSEN) FFRF],

Features:

Steel construction, zinc plated with yellow chromate finish. hardened
nipples and sleeves and solid barstock construction for maximum
resistance to damage from hydraulic and mechanical shock.

This Anti -Blowout Nitrile/PTFE bonded seal is designed to p

out or damage during severe service conditions.

Durable ball-locking mechanism assures rellable connections every time. A
large number of locking balls distributes the work load evenly while
providing alignment and swiveling action to reduce hose torque and prolong
hose life. CAUTION: These products are not not to be used as swivels.
Rotation under pressure will result in excessive and premature wear.
DD-PT Series couplings employ flush valving when connecting or
disconnecting. This means that the valves are mated together so that only
small amounts of fluid can be lost during discor
during reconnection.

New chrome plating treatment provides advanced anti-rust performance.
DD-PT series conforms to standard of ISO16028.

t blow-

orairinclusi

LOMOFLEX CO.,LTD

FLAT FACE TYPE HYDRAULIC QUICK COUPLING™ ZINC-NICKEL ALLOY~

BA:

PTRIIEAZATUT AR RN : REMERSMRTE
HR2EN, LRNATEERRRRREFHRBYARE
M, XRBAERARA, KREFRTLPRBRENRZRE
ik, HTREEZEBEEATXXBHERFE.

Applications:

PT Series couplings are widely used in the public utility market where hydraulic
oil spillage can constitute a serious safety hazard, particularly in overhead bucket
holsts that are used for of high-
lines.These couplings are also used for quick change of hydraulic Tools in
construction, railway maintenance and mining industries. The ease of cleaning
makes them ideal for use in these types of hostile environments.

Itage power trar

BAMM:

Mk (ET) 1/4(02) 3/8(03) 1/2(04) 5/8(06) 3/4(08) 1(10) 1-1/2(12)
BEEANPSI) 5000 4350 4350 3625 3625 3000 3000
2 % & (GPW) 3 6 12 20 28 50 80

2 (ML) 0.006 0.012 0.02 0.026 0.032 0.035 0.05
A -20'CE+120°C

RREESES T A AREINBR

Specifications:

Body Size (in) 1/4(02) 3/8(03) 1/2(04) 5/8(06) 3/4(08) 1(10) 1-1/2(12)
Reted Pressure (PS1) 5000 4350 4350 3625 3625 3000 3000
Rated Flow (GPW) 3 6 12 20 28 50 80

Spillage (ML) 0.006 0.012 0.02 0.026 0.032 0.035 0.05
Temperature Range =20'C to ¥120C

Standard seal material NBR

FF #3 (1/4", 3/8", 1/2",5/8", 3/4", 1"

FF Series (1/4", 3/8" , 1/2", 5/8", 3/4*, 1")
ARtk #-200SUS (Test Fluid: Oil-200SUS)

80
- o
| |
70 -
a / 347
o 80 -
;- Vi
£ 50 — -
a 114" [
58 © 14+ ]
b o 35 .'ux/ B
22 1]
« o - ——
2 = T
Ha 40 / /“‘,.//i’
0 - .A#——. T I"_
0 10 20 30 40 50 60 70
AR (GPM)
Flowin GPM

1 GPM=3.78L/Min 1PS1D=0. 0069MPa

http://www.lomoflex.com/

2(16)
3000
100
0.1

2(16)
3000
100
0.1

21



1 i

PT 1 -

HYDRAULIC QUICK COUPLING

PT FLAT FACE TYPE HYDRAULIC QUICK COUPLING" ZINC-NICKEL ALLOY~

BiEE(Socket)

LS

A HEE(Plug)

(

!‘\‘TL:“?‘*W
\

\
e

. L
ﬂ P

LP

HEEZ/E W (Coupling Fitting)

LOMOFLEX CO.,LTD

-nmn—

PT-1/2-SF 82
PT-3/4-SF 82 36 36 17 .1/83

IEITSETIN I U TN B

PT-1/2-PF 75 13.5 36 17 Y2 24.5
PT-3/4-PF 75 13.5 36 17 3/424.5

I T N A T

PT-1/2 96.2 28 Y2 24.5
PT-3/4 108. 4 32 24 24 3/4 24,5

http://www.lomoflex.com/
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1 [ HYDRAULIC QUICK COUPLING
KZE-B Z - -
KZE-B THREAD LOCKED TYPE HYDRAULIC QUICK COUPLING" STEEL)

238
-z R B R R T R 28 D GOKZE-BR VAR LR o I T4
L= BEAGA, HOERRHETFR.

Applications:

X /O /\ -5 N \ Applications: KZE-B Series couplings with their threaded union
X [ / ‘ { Q v , locking system and precision ball-type check valves, are
- designed for extreme high pressure applications such as
portable hydraulic jacks.

4 -

2, KZE-BRIIMAREk L RABS BB UEEH, SBHE i

IHENNNESREER, EREASEBY L AR W ARED 1/4 /8
ﬂ&%m%a’”‘iige&_g. BMEEAPSI) 10000 10000
3, ARAREHEASNR, AREREMEUERE R (GPH) 3 6

] &% B & 75 0 BB 4k BELE -20'CE+120°C

4 REGARSHEEZEANLENEREH. RREHEHS TRRBNGR

5 RAEBHREMBBEMN, EEMAEENTHE.
6. MUMEEBRHABLY, REMEFEROX T,

Specifications:
7. #5TH=@EHK: XEKE (PARKER) 3000&5!.

Body Size(in) 1/4 3/8
RAFIREIE (FASTER) PVVHRS). Rated Pressure (PS1) 10000 10000
3 6
Features: R Hm o

Temperature Range -20'C to +120'C
1.Machined from solid steel barstock for durability. )

Standard seal material NBR
2.The KZE-B Series employs a threaded sleeve locking
mechanism, mates with matching male threads on the i Bk

nipple. The two halves must be manually threaded —_T

together for connection. B Series (1/4" , 3/8" )
3.Hard, chrome alloy balls are used for valving. They are ML tk: H-2003US (Test Fluid: Oil-2005US)
spring loaded for positive seating of the valve. i l
4.The valve provides a metal-to-metal seal between the 5 g T /
ball and coined seat. @ 120
o 3/8"
5.The interface seal is polyurethane which resists high g 100 =
pressure extrusion. a8 s0
6.Athreaded valve retainer provides a valve stop that i g 60 il
assures positive valve alignment. w § 40 i
7.Compatible with PARKER 3000 Series and FASTER Ha 20 L
{ /
PVVM Series. 0 1A
0 1 2 3 4 5 6 7 8 9
FE (GPM)
Flow in GPM

1 GPM=3.78L/Min  1PSID=0. 0069MPa

LOMOFLEX CO.,LTD http://www.lomoflex.com/ 23



4 ! HYDRAULIC QUICK COUPLING
KZE-B A - -
KZE-B THREAD LOCKED TYPE HYDRAULIC QUICK COUPLING" STEEL)

B E(Socket)
I T A T A
KZE-B-02SM  60.8 28.5 22 13.5 NPT1/4
KZE-B-03SM  77.1 35  25.4 14.4 NPT3/8

2 B(Plug) YU T O T VS B
19

KZE-B-02PF 32.5 11.2 13 NPT1/4

“\ KZE-B-03PF 39.5 16 23 13.5 NPT3/8

EHBRE(Coupling Fitting) om0 | L | o e [wal 1

KZE-B-02 74.5 28.5 22 19 NPT1/4
KZE-B-03 86.1 35 25 32 NPT3/8

b D

i3

-
LJ
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4 ! HYDRAULIC QUICK COUPLING

KZE-BA 1
KZE-BA THREAD ITHREAD LOCKED TYPE HYDRAULIC QUICK COUPLING" STEEL)

- e

B, RUMAEMERILEE.
A B
-~

—~—

Applications:

J
= ; .o — : : : ; : .
b/, v Mibile equipment,agriculture machine and universal industrial
«l €
’ —

equipment

T

FREOEH, BEASRRGSHAE RS, Bg D R

EERMEE Mg @) 1/4 3/8 Y 3/4 1
KRS OREMNIHE, FFUARBYF BREPS1) 10000 10000 10000 8500 6000
KZE-BARFIFAEL ERARAEHYUEEN, STHE 2R (GPN) 3 6 12 28 50
FHEEMIMBYEREER. EEMOSHBLVAEL BERE -20'CE+120°C
BORAFHHFAGEE—E. EREHEHN T IR ENBR

REFILZHRER, RUETOPF6E
RomEEEHRLE, REMEFREH S

HETI~RER: EERKEH/RGROMELLE 6000550 psailiationg.

i*fﬁﬂmﬂﬁﬂ Body Size(in) 1/4 3/8 Y 3/4 1
Rated Pressure (PSI) 10000 10000 10000 8500 6000
Rated Flow (GPN) 3 6 12 28 50

Features: Toseiariatine ange atilih il

Standard seal material NBR

KZE-BAthread locked type hydraulic quick coupling(

steel )

Applications R -

Mobile equipment, agriculture machine and universal
BA B&% (14", 318", 1/2", 314" 1)

industrial equipment. BA Serles (1/47, 3/8% . 1/2*, 314" 1)
B #-2008US (TestFluld: Oil-2005US)

Features :

New valve design, it can resistance damage from high " T T *i/_? i 'I

flow and the pressure of impulse that providing advanced :z : T b _' “_
performance 5 . f a.m-/ | |

Machined from solid steel barstock for durability < 5 ) "5 / . | |
The KZE-BA series employs a threaded sleeve locking gg T L I 1_7_ { ‘ v I j
mechanism, mates with matching male threads on the Z’ B 30 + ’gfﬂ/{ | / ~ ~ \'
nipple. The two halves must be manually threaded fﬁé 20 f£ / — ;
together form connection. 10 : ——] X -__1'
New chrome plating treatment provides advanced anti- 0 - T ==t !
rust performance. 0 10 20 30 40 50 60 70
Compatible with GROMELLE 6000 Series and #@ (GPM)

Flow in GPM

HOLMBURY TGW series.
1 GPM=3.78L/Min  1PSI1D=0. 0069MPa
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i

HYDRAULIC QUICK COUPLING

KZE-BA

1

-

KZE-BA THREAD LOCKED TYPE HYDRAULIC QUICK COUPLING™ STEEL)

B iEE(Socket)

R

// I
NN \\\\\\ ,),//////
|

\\‘I

LOMOFLEX CO.,LTD

BN D N 8 U

KZE-BA-02SF
KZE-BA-03SF
KZE-BA-04SF
KZE-BA-06SF
KZE-BA-08SF

58.9
66.5
76.5
89.5
105.5

836
S41
§50
$65

$22
$27
835
S41

16
18
20.5
20.5

G1/4 NPT1/4
G3/8 NPT3/8
G1/2 NPT1/2
G3/4 NPT3/4
G1 NPT1

IR T R T U

KZE-BA-02PF
KZE-BA-03PF
KZE-BA-04PF
KZE-BA-06PF
KZE-BA-08PF

36
40.5
49
56
66

12.5

16
17
19
22

$19
§22
§27
§35
$41

16
18
20.5
20.5

G1/4 NPT1/4
G3/8 NPT3/8
G1/2 NPT1/2
G3/4 NPT3/4
G1 NPT1

W N N A N

KZE-BA-02
KZE-BA-03
KZE-BA-04
KZE-BA-06
KZE-BA-08

72.3
81.5
98.3
112.4
132.9

$36
§41
§50
§65

$22
§27
8§35
S41

http://www.lomoflex.com/

$22
§27
835
S41

G1/4 NPT1/4
G3/8 NPT3/8
G1/2 NPT1/2
G3/4 NPT3/4
G1 NPT1
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4 ! HYDRAULIC QUICK COUPLING

KZE-BD 1 -

KZE-BD THREAD LOCKED TYPE HYDRAULIC QUICK COUPLING™ STEEL)

THEE:

HRERIGT, ERASRRGSKAENNRE, B
EEMEE.

KA ORBERMIEE, RURBMEF.
KZe-BDRFIPAHEL ERARUEFHE LN, EREER
ERENRMROUREER. EERASHBS L FET
RBYRAFHARGEEE—R

RAME FRES, REESHOHHEE. HTFTH>
MmEH: BEAFIREIX(FASTER) VWSRTY.

Features:

New valve design, it can resistance damage from high
flow and the pressure of impulse that providing advanced
performance.

Machined from solid steel barstock for durability

The KZE-BD series employs a threaded sleeve locking
mechanism, mates with matching male threads on the
nipple. the two halves must be manually threaded
together form connection,

New chrome plating treatment provides advanced anti-
rust performance.

Compatible with FASTER VVS series.

LOMOFLEX CO.,LTD

BA:
BaXig®, RUNBMERTLEE.

Applications:

Mobile equipment, agriculture machine and universal industrial

equipment.
BAME:
k(<) 1/4 3/8 1/2 3/4 1 1-1/4 1-1/2 2
BEEAD (PSI) 10000 10000 10000 10000 7500 6500 5000 5000
02 5 & (GPM) 2 4.5 8 12 24 35 75 200
BEERGREEHE) -20'C&+120°C
FREESETS AR NBR

Specifications:

Body Size(in) 1/4 3/8 1/2 3/4 1 1-1/4 1-1/2 2
Rated Pressure (PSI) 10000 10000 10000 10000 7500 6500 5000 5000

Rated Flow (GPH) 2 4.5 8 12 24 35 75 200
Terperature Rangs (std seals) -20'CE+120°C
Standard seal material is NBR

Performance (14 §t)

KZE-BD A% (1/4",3/8",1/2",3/4", 1")
KZE-BD Series (1/4",3/8",1/2", 3/4", 1)
Ak Ak: H-200SUS (TestFluid: Oi1-2008US)

90
80
70

314"

12"

60 / :

5 / b

40 -

0 /:ua / /
Vi

20

Press ure Drop in PSID

EH (PSID)

N TT—E

10

0 10 20 30 40 50 60 70
#® (GPM)
Flow in GPM

1 GPM=3.78L/Min  1PSID=0. 0069MHPa
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1 [ HYDRAULIC QUICK COUPLING
KZE-BD Z - -
KZE-BD THREAD LOCKED TYPE HYDRAULIC QUICK COUPLING" STEEL)
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